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MPN-RC standard acoustic 

insulated pipe ring

MPN-RC pipe ring

Size Clamping range, Connection boss thread Dimensions (mm)   Box contents  Ordering designation Item no.

 D (mm) Width across flats (mm) B b x s h b
1
  

8/11   8-11 M8–M10/AF 13 49 20 x 1.0 32 24 25  MPN - RC 8/11 00335672
1/4" 12-16 M8–M10/AF 13 49 20 x 1.0 32 24 25  MPN - RC 1/4 00335673
3/8" 17-20 M8–M10/AF 13 53 20 x 1.0 34 26 25  MPN - RC 3/8 00335674
1/2" 21-24 M8–M10/AF 13 57 20 x 1.0 36 28 25  MPN - RC 1/2 00335675
3/4" 25-28 M8–M10/AF 13 63 20 x 1.0 39 31 25  MPN - RC 3/4 00335676

29/32 29-32 M8–M10/AF 13 67 20 x 1.0 41 33 25  MPN - RC 29/32 00335677

1" 33-37 M8–M10/AF 13 71 20 x 1.0 43 35 25  MPN - RC 1 00335678

37/41 37-41 M8–M10/AF 13 75 20 x 1.0 45 37 25  MPN - RC 37-41    00335679

11/4" 42-46 M8–M10/AF 13 80 20 x 1.0 47 40 25  MPN - RC 11/4 00335680

11/2" 47-51 M8–M10/AF 13 86 20 x 1.0 50 43 25  MPN - RC 11/2 00335681

52/56 52-56 M8–M10/AF 13 91 20 x 1.0 53 45 25  MPN - RC 52-56 00335682

2" 57-61 M8–M10/AF 13 96 20 x 1.5 55 48 10    MPN - RC 2 00335683

60/66 60-66 M8-M10/AF 17 107 24 x 1.5 58 54 10    MPN - RC 60/66 00335684

67/71 67-71 M8-M10/AF 13 113 24 x 1.5 57 57 10    MPN - RC 67/71 00335686

21/2" 72-77 M8-M10/AF 17 119 24 x 1.5 60 60 10    MPN - RC 21/2 00335688

78/84 78-84 M8-M10/AF 17 126 24 x 1.5 64 64 10    MPN - RC 78/84 00335690

3" 87-93 M8-M10/AF 17 134 24 x 1.5 68 68 10    MPN - RC 3 00335692

101.6 99-104 M8-M10/AF 17 160 24 x 2.0 75 79 10    MPN - RC 101.6 00335694

110 108-112 M8-M10/AF 17 167 24 x 2.0 78 83 10    MPN - RC 110 00335696

4" 114-118 M8-M10/AF 17 174 24 x 2.0 82 86 10    MPN - RC 4 00335698

125 123-128 M8-M10/AF 17 179 24 x 2.0 87 89 10    MPN - RC 125 00335700

133 131-137 M8-M10/AF 17 188 24 x 2.0 92 94 10    MPN - RC 133 00335702

5" 138-144 M8-M10/AF 17 194 24 x 2.0 95 97 10    MPN - RC 5 00335704

160 157-163 M8-M10/AF 17 214 24 x 2.0 105 107 10    MPN - RC 160 00335706

6" 164-170 M8-M10/AF 17 220 24 x 2.0 108 110 10    MPN - RC 6 00335708

 Acoustic
insulation

DIN 4109

inspected

Building
material class

B2
“Normal flammability”

as per DIN 4102

           Galvanised, pipe diameters 8-273 ∅ (mm)

 

           Pipe size Max. load Frec

n Up to 2 1000N
n From 2 2000N
n From 101.6 2500N
n From 6 (162 - 168) 4000N
n From 177.8 upwards 5000N
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